ReaderTT.config = {"pagecount":8,"title":"An array configuration to increase the performance of a biosensor","author":"Congo Tak-Shing Ching","subject":"Sensors & Actuators: B. Chemical, 178 (2013) 465-472. 10.1016/j.snb.2013.01.001","keywords":"","creator":"Elsevier","producer":"Acrobat Distiller 9.0.0 (Windows)","creationdate":"D:20130125153731Z","moddate":"D:20130219190302+05'30'","trapped":"True","fileName":"document.pdf","bounds":[[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212]],"bookmarks":[{"title":"An array configuration to increase the performance of a biosensor","page":1,"zoom":"FitH 1319","children":[{"title":"1 Introduction","page":1,"zoom":"FitH 555"},{"title":"2 Materials and methods","page":2,"zoom":"FitH 555","children":[{"title":"2.1 Chemicals and reagents","page":2,"zoom":"FitH 555"},{"title":"2.2 Immobilization of uricase onto the sensor for the fabrication of UAB","page":2,"zoom":"FitH 555"},{"title":"2.3 Equipments","page":2,"zoom":"FitH 1319"},{"title":"2.4 Hydrodynamic and cyclic voltammetry measurements of the UAB","page":2,"zoom":"FitH 1319"},{"title":"2.5 Measurements of the UAB current response to uric acid","page":2,"zoom":"FitH 555"},{"title":"2.6 Hysteresis test of the UAB","page":2,"zoom":"FitH 555"},{"title":"2.7 Life-span measurements of the UAB","page":3,"zoom":"FitH 555"}]},{"title":"3 Results and discussion","page":3,"zoom":"FitH 555","children":[{"title":"3.1 Hydrodynamic and cyclic voltammogram of the UAB","page":3,"zoom":"FitH 555"},{"title":"3.2 Response behavior of the UAB","page":4,"zoom":"FitH 555"},{"title":"3.3 Life-span of the UAB","page":6,"zoom":"FitH 555"}]},{"title":"4 Conclusion","page":7,"zoom":"FitH 1319"},{"title":"Conflict of interest statement","page":7,"zoom":"FitH 1319"},{"title":"Acknowledgements","page":7,"zoom":"FitH 1319"},{"title":"References","page":7,"zoom":"FitH 555"}]},{"title":"Biographies","page":8,"zoom":"FitH 1319"}],"thumbnailType":"jpg","pageType":"html","pageLabels":["465","466","467","468","469","470","471","472"]};
